


Cao, X.Y., Xu, Q., Chen, J.Y. & Li, J., 2018. Damage prediction for an AP1000 nuclear island subjected to a contact explosion. Struct. Engng Int. 28, 526-534


Dolmatov, V.Y., 2018. The influence of detonation synthesis conditions on the yield of condensed carbon and detonation nanodiamond through the example of using TNT-RDX explosive mixture. J. Superhard Mater. 40, 290-294


Drdlová, M., Popovic, M. & Koutny, O., 2018. Blast resistance of hybrid fibre reinforced concrete containing polyvinyl alcohol, polypropylene and steel fibres with various shape parameters. EPJ Special Topics 227, 111-126


Emsenhuber, A., Jutzi, M. & Benz, W., 2018. SPH calculations of Mars-scale collisions: The role of the equation of state, material rheologies, and numerical effects. Icarus 301, 247-257


Granum, M., Aune, V., Børvik, T. & Hopperstad, O.S., 2018. Aluminium plates with pre-formed slits subjected to blast loading. EPJ Web Conferences 183, 01032


Hieronymus, H., 2018. Single bubble ignition after shock wave impact. In: The Micro-
World Observed by Ultra High-Speed Cameras, edited by Tsuji, K., Berlin,
Springer, pp. 303-317
gelled explosive with inert inclusions. AIP Conf. Proc. 1979, 100019
Hirano, T.O., Katakami, Y., Hashimoto, S., Hatsumura, I., Nishitsunoi, T., Yamashita, Y.
& Mori, Y., 2018. Evaluation of the durability of a nuclear bomb shelter made
with anti-Sievert concrete. MRS Advances 3, 3061-3067
AIP Conf. Proc. 1979, 100020
Hokamoto, K., Shimomiya, K., Nishi, M., Krstulovic-Opara, L., Vesenjak, M. & Ren, Z.,
2018. Fabrication of unidirectional porous-structured aluminum through
251, 262-266
Simulations and experiments of dynamic granular compaction in non-ideal
geometries. AIP Conf. Proc. 1979, 180004
on incremental forming process of aluminum/copper bimetals: Influence of
process parameters on the forming force, dimensional accuracy and thickness
single-point incremental forming of hyperbolic shape Al-1050/Cu bimetal using
response surface methodology. Int. J. Advanced Manufacturing Technology 96,
3069-3080
Hoo Fatt, M.S., Alkhtany, M. & Sirivolu, D., 2018. Blast mitigation effects of foam-
core, composite sandwich structures. In: Blast Mitigation Strategies in Marine
Composite and Sandwich Structures, edited by Gopalakrishnan, S. & Rajapakse,
Y., New York, Springer, pp. 265-280
Hooks, D.E., Lang, J.M., Coe, J.D. & Dattelbaum, D.M., 2018. High pressure deep-
release impact experiments on high density and ultra-high molecular weight
polyethylene. AIP Conf. Proc. 1979, 030004
Molecular influence in the glass/polymer interface design: The role of segmental
dynamics. Polymer 146, 222-229
colliding shock waves and Mach stem formation in metals. AIP Conf. Proc. 1979,
080007
Idris, N., Pardede, M., Kurniawan, K.H., Kagawa, K. & Tjia, M.O., 2018. Shock wave plasma induced emission generated by low energy nanosecond Nd:YAG laser in open air and its application to quantitative chromium analysis of low alloy steel. AIP Advances 8, 055121
Igra, D. & Igra, O., 2018. Numerical investigation of the interaction between a planar shock wave with square and triangular bubbles containing different gases. Phys. Fluids 30, 056104


Jiao, T., Kettenbeil, C., Ravichandran, G. & Clifton, R.J., 2018. Experimental investigation of the shearing resistance of sodalime glass at pressures of 9 GPa and strain rates of $10^6\text{s}^{-1}$. AIP Conf. Proc. 1979, 070017


Liu, W.-B., He, A.-M. & Wang, P., 2018. Effect of shock breakout pressure on material ejection from tin surface under unsupported shocks. AIP Advances 8, 095023


Malyugina, S., Mokrushin, S., Mayorova, A., Kazakov, D., Kazelkov, O., Pavlenko, A. & Belyaev, D., 2018. Incipience and development of spall fracture in 30KHGSA steel, $\alpha \leftrightarrow \epsilon$ transformation, spall fracture and damage recovery. EPJ Web Conferences 183, 03022
Medvedev, A.B., 2018. Possible negative value of the Grüneisen coefficient of hydrogen in the area of pressures from 40 to 75 GPa and temperatures from 3500 to 7500 K. Combust. Explos. Shock Waves 54, 216-230


Nishimura, N., Ito, T. & Watanabe, T., 2018. Ultrasonic detection of spall damage distribution subjected to plate impact test with different thickness. EPJ Web Conferences 183, 02029
Osnes, K., Børvik, T. & Hopperstad, O.S., 2018. Shock tube testing and modelling of annealed float glass. EPJ Web Conferences 183, 01035


Pradel, P., Malaise, F. & de Rességuier, T., 2018. Laser-driven shock experiments to investigate mitigation ability of polymeric foams. EPJ Web Conferences 183, 01045


Savinykh, A.S., Garkushin, G.V., Kanel, G.I. & Razorenov, S.V., 2018. Evaluation of viscosity of bismuth-lead melt (56.5%–43.5%) by the width of a weak shock wave. High Temp. 56, 685-688


Shurupov, A.V., Zavalova, V.E., Kozlov, A.V., Shurupov, M.A., Povareshkin, M.N.,
pulse current generators based on capacitive storage and explosive magnetic
generators. J. Phys. Conf. Ser. 946, 012137

membranes and extension of the ballistic impact problem from elastic to

3, 093401

3, 093401

Sjostrom, T. & Crockett, S., 2018. Quantum molecular dynamics of warm dense iron
and a five-phase equation of state. Phys. Rev. E 97, 053209

personal protective equipment in blast loading conditions in shock tube:
Comparison of three different testing locations. PloS one 13, e0198968

Sliwa, M., McGonegle, D., Wehrenberg, C., Bolme, C.A., Heighway, P.G., Higginbotham,
A., Lazicki, A., Lee, H.J., Nagler, B., Park, H.S., Rudd, R.E., Suggit, M.J., Swift, D.,
X-ray diffraction studies of the reversal of the microstructural effects of plastic
deforation during shock release of tantalum. Phys. Rev. Letts 120, 265502

Modeled diagnostics for detonator characterization. AIP Conf. Proc. 1979,
100038

Smith, J.A., Lacy, J.M., Scott, C.L., Benefiel, B.C., Levesque, D., Monchalin, J.P. & Lord,
M., 2018. Further investigation of surface velocity measurements for material
characterization in laser shockwave experiments. AIP Conf. Proc. 1949, 180001

compression and shock loading of low porosity granular aluminum/nickel
composites. J. Appl. Phys. 124, 145105

Sochet, I., ed. 2018. The Rankine-Hugoniot Equations: Their Extensions and Inversions
Related to Blast Waves. New York, Springer

Springer

Properties of Shock Waves, edited by Sochet, I., New York, Springer, pp. 113-
120


Wu, Y., Liu, G., Gao, Z., He, H. & Deng, J., 2018. Dynamic dielectric properties of the ferroelectric ceramic Pb(Zr0.95Ti0.05)O3 in shock compression under high electrical fields. J. Appl. Phys. 123, 244102


Xu, Z., Liu, Y. & Huang, F., 2018. Experimental study on counterintuitive behavior of thin aluminium plates under free airblast loading. EPJ Web Conferences 183, 02059


Young, G., Liu, X., Leng, C., Yang, J. & Huang, H., 2018. Refractive index of [100] lithium fluoride under shock pressures up to 151 GPa. AIP Advances 8, 125310


